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Ditec GOL4 Programming Instructions 

Transmitter to Transmitter GOL4 to GOL4

· Pick up your current programmed remote control and your newly purchased remote control. Take these remote controls and stand within 1m of your automatic gate equipment.
· Depress the PRG (small hole, in centre of remote) for 5 seconds using a pin or similar on your existing remote. The red light will show to indicate that the PRG has been activated.

· Press the top left hand button of the new transmitter. You may program as many hand transmitters from the last button pressed.  You will then need to wait 10 seconds after programming the last remote before you can use the system. Programming is now complete and the new transmitter should be functioning.  If the remote does not activate, repeat these steps making sure you hold down for the full 5 seconds on step 2.

Transmitter to Transmitter LP2 to GOL4

· Take an existing Ditec LP2, programmed remote control and your newly purchased remote controls and stand within 1m of your automatic gate equipment. Depress the PRG (small hole, on the front of the remote, below the button) using a pin or similar on your existing remote. The red light will show to indicate that the PRG has been activated. THE RED LIGHT WILL COME ON STRONG NOT A QUICK FLICKER. THE RED LIGHT WILL FLICKER AFTER 2 SECONDS KEEP THE BUTTON PRESSED FOR 5 SECONDS UNTIL THE LIGHT COMES ON STRONG.
· Press the top left hand button of the new transmitter. You will then need to wait 10 seconds before you can use the remote. Programming is now complete and the new transmitter should be functioning.  
Refer to the back of the transmitter packaging for further information.

Note: The GOL4 is an exact replacement for the Ditec LP2, 2-button remote control and the Ditec LP4, 4 button remote control.
